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6.8.6 Analytical Requirements 

As discussed in Section 6, analytical parameters are based on the rationale that the oeprational 

history and release history are not clearly defined. In general, initial soil and groundwater samples 

will be analyzed for the following chemical and radionuclide parameters: ' 

a 

a Total Organic Carbon (TOC), 
a Total Petroleum Hydrocarbons (TPH), 
a 

a 

a Radionuclides, 
a Anions, 
a Ph, and 
a Specific conductance. 

Target Analyte List (TAL) Metals, 

Target Compound List (TCL) Volatiles, 
Target Compound List (TCL) Semi-volatiles, 

0 Field measurement of temperature, Ph, and specific conductance will be taken on groundwater 

samples obtained in accordance with SOP GW.05 Field Measurement of Groundwater Field 

Parameters and SOP GW.06 Groundwater Sampling (EG&G 199Pa). 

The OU8 analytical parameter list may be modified for some IHSSs based on the results of 

additional data compilation activities in Section 6.0. Later stage analytical parameters will focus on 

only those contaminants identified in the earlier stages. Decisions regarding analytical parameter 4 
'2 selection will be documented by submitting Technical Memoranda. 
5 
t $ 6.9 DATA MANAGEMENT AND REPORTING PROCEDURES 
kJ 

T IWith the exception of soil gas data, field data will be input to the WEDS using a DATACAP ' 'remote data entry module supplied by EG&G. Data will be entered on a daily basis, and a 3.5-inch n 
b- computer diskette will be 
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